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Product Information    

KL-1027-..Series 
Wheel Bearing Centring Sleeves 

 

 

Field of Application 
Designed for the professional installation of compact wheel 

bearings with wheel hub. Allows the user to slide the bearing on 

the axle tube -  accurately and without any risk of jamming. 

 

KL-1027-100  Wheel Bearing  
 Centring Sleeve, Ø 105mm 
Applicable to MAN HY 1350 rear axles, e.g. at TGA,            

TGX etc. 

Technical Data 
Connection thread: ................................................... M100x1.5 

Outer Ø: ....................................................................... 105mm 

Length: ......................................................................... 360mm 

 

KL-1027-7582  Wheel Bearing  
  Centring Sleeve, Ø 82mm 
Applicable to MAN rear axle HY-0925-00, e.g. at TGL, TGM. 

Technical Data 
Connection thread: ..................................................... M75x1.5 

Outer Ø: ......................................................................... 82mm 

Length: ......................................................................... 197mm  

Size (waf): ...................................................................... 41mm  
 
 
 

KL-1027-4560  Wheel Bearing  
 Centring Sleeve, Ø 60mm 
Applicable to the Mercedes front axle 730.714 F, 730.715 F, 

730.719 F, 730.720 S, 730.026, 730.027, 730.028, e.g. on 

Atego etc. 

Technical Data 
Connection thread: ..................................................... M45x1.5 

Outer Ø: ......................................................................... 60mm 

Length: ......................................................................... 145mm 

Size (waf): ...................................................................... 41mm 

 

KL-1027-7578  Wheel Bearing  
 Centring Sleeve, Ø 78mm 
Applicable to Mercedes rear axle HL 2/43 type 742.503 / 504 

/ 505 / 506 / 509, e.g. at Atego, Atego 2, Tourino. 

Technical Data 
Connection thread: ..................................................... M75x1.5 

Outer Ø: ......................................................................... 78mm 

Length: ......................................................................... 186mm  

Size (waf): ...................................................................... 41mm 
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Example of use:  
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Product Information    

KL-1027-4582 Wheel Bearing  
 Centring Sleeve, Ø 82mm 
Applicable to SAF axles both with right-hand and left-hand 

thread. 

Technical Data 

Connection thread: . M75x1.5 (Right-hand and left-hand thread) 

Outer Ø: ........................................................................... 82mm 

Length: ........................................................................... 150mm 

 

 

 

 

KL-1027-4588 Wheel Bearing  
 Centring Sleeve, Ø 88mm 
Applicable to SAF axles both with right-hand and left-hand 

thread. 

Technical Data 

Connection thread: . M75x1.5 (Right-hand and left-hand thread) 

Outer Ø: ........................................................................... 88mm 

Length: ........................................................................... 150mm  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  Warnings and Notes 
 
 Any work on vehicles should only be performed by qualified 

specialist personnel observing and complying with the 

directions, provisions, and safety regulations specified by the 

vehicle manufacturer! 

 

 Always refer to the vehicle manufacturer’s data and 

instructions as only these apply to all work that is carried out 

on the vehicle. 

 

 All vehicle-specific data stated herein are supplied under 

reserve and without commitment. 
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Example of Use:  
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