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Product information EN  
 Read and understand before use!

KL-1380-754 K 
Locking Test Tool Kit for PSA 1.2 GDI
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Product information
(Translation of the product information)

Product description

KL-1380-754 K - Locking test tool kit for PSA 1.2 GDI
Suitable for Citroën, Opel, and PEUGEOT 1.2 (3-cylinder) petrol engines. Installed on Citroën Berlingo IV, C3 Aircross, C3 
IV, C4 Cactus, C4 SpaceTourer, C4 Grand SpaceTourer, C5 Aircross, DS3 II, DS3 Crossback, DS7 Crossback; Opel Combo-E, 
Combo-E Life, Corsa-F Crossland X + Grandland X; Peugeot 208, 2008, 308, 3008, 508, 5008, Partner IV, Rifter, for 
example. Engine codes: D12XHT, EB2ADT, EB2ADTD, EB2ADTS, EB2ADTX, F12XHT
For easy inspection of the timing belt, with regard to swelling by engine oil as well as for locking the camshafts, the crankshaft 
or flywheel. Required, for example, when changing the timing belt or repairing the engine.
Recommended accessories: 
KL-1380-7533 - Crankshaft sealing ring assembly tool, KL-1380-7535 - Crankshaft counterholding spanner

Specifications

For engine type: ............................................................................. Petrol

Storage: ............................................................................................in case

Safety instructions and regulations
Before using the special tools, read and understand all 
safety instructions and follow them for safe use! 
Use the special tools as intended, and always perform 
maintenance tasks and repairs in compliance with the 
regulations on occupational safety and accident prevention 
and with the instructions by the vehicle manufacturer!
Prior to each use, check the special tools carefully for 
damage, loose parts or unauthorised modifications. Never 
use it if you notice any such deficiencies!
Always wear your personal protective equipment (for 
example safety goggles, protective gloves, safety shoes)  when 
working!
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Scope of supply/component overview

Item Part no. Description Qty. Alternative tool no.

A KL-1380-7542 Camshaft test tool 1 0109-2C, 0109-2D, 0109-2CD

A1 KL-1380-7542-1 Camshaft locking tool (intake) 1 -

A2 KL-1380-7542-2 Camshaft locking tool (exhaust) 1 -

B KL-1380-7541 Timing belt test gauge 1 0109-6

C KL-1380-7543 Locking mandrel for crankshaft 1  0109-2B, 0197-N, EN-52127-2

- KL-1380-7549-1 Foam insert 1

 Storage system: Plastic case - KL-4990-9224


